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LINEAS DE PRODUCTO

1 ETAPA

Caudal from 40to 1370 m3/h

Presion from 70 to 480 mbar

Vacio from -60 to -340 mbar

Motor  Single or 3-Phase
Ruido from46to 71 dB A

2 ETAPAS

Caudal from 47 to 2050 m3/h
Presion from 240 to 820 mbar
Vacio from -200 to -500 mbar

Motor  Single or 3-Phase
Ruido from 58 t0 84 dB A

3 ETAPAS
Caudal 170 m¥/h

Presion 1050 mbar
Vacio  -730 mbar
Motor  3-Phase
Ruido 72 dBA
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Voltage [V] Rated Current [A] Max Rated Rated
A Airflow VACUUM COMPRESSOR
Y A Y [m*/h] [mbar] [mbar]
50 0.2 200+240 345+415 1.2 0.8 70 -100 100 48
SVCL-1002 60 0.23 220+275 380+480 1.2 0.8 85 -110 120 50 7
50 0.2 . 1.43 70 -100 100 48
sVCL-1002 M 60 0.23 200-240 1.3 85 -110 120 50
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ACCESORIOS - Esquema de instalacion

- Soplante

- Valvula Seguridad

- Kit instalacion valvujla seguridad
- Filtro in-line

Cartucho filtro

- Kit Cartucho filtro

- Silenciador Final

- Silenciador en linea
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- Filtro interior
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Manometro / Vacuometro
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Kit para mangera
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Valvula retencion
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Soportes antivibracion
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Aplicaciones

‘Tratamientos de agua residual
‘Tratamientos de agua limpia
Procesos indiustriales
-Piscinas

- Sludge stabilizatio

- eration of fish pond

- eration of streams and lakes
-Transporte neumatico

- D ying, Suction, and Plastic
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